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PREMIUM QUALITY LIGHTING®

ELECTRICAL
Wattage 6W
-
LIGHTING PERFORMANCE g
Initial Lumens 295 %
Lumens Per Watt (Lpw) 49 o
Color Temperature (ccT) 4200K ,E
Color Rendering (CRI) 62 O
ltem#: 80793 E
LINEAR GENERAL SERVICE T5 ;'FES”“L"T o0
FLUORESCENT LAMP verage LITe (Hours) j
Warranty (Years) 1
FEATURES CONSTRUCTION
-+ Brass p;ns(}‘or better contact Housing Glass / Metal End Caps
- Strong lead in wires :
. . Lens White
- Triple wound tungsten cathode coded with rare earth Basa / Powar SubD| G5 - Mini Bi Pi
oxides to lengthen life ase [ Fower supply - MinEBrHin
- Krypton/Argon gas mixture reduces energy usage Mercury Content ® -
APPLICATION QUALIFICATIONS
Larger warehouses, retail applications, commercial Low Mercury Yes
buildings and work areas. ® EISA Compliant (Meets US Min. Efficiency standards) Yes
DIMENSIONS (Inches)
Length (moL) 9"
Width/Diameter (moD) 0.6"
) Net Weight (Lbs) -
06 I ol LE Published lumens are approximate and may vary slightly. - Specifications are subject to change without
notice. - This lamp contains mercury. For proper lamp disposal contact your local municipal solid waste
agency directly, call 888-537-4874 or visit lamprecycle.org for state-specific lamp recycling options.
PACKAGING upPC DIMENSIONS (LxwxH) GROSS WEIGHT (Lbs)
Master Carton 500 811768020939 18.9"x9.8"x15.9" -
Individual Box 1 - - -
Country of Origin China
HS Tariff 8539.31.0070
ORDERING
ITEM# DESCRIPTION CASE
80793 F6T5/CW 500
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