
FEATURES
Offering versatility, combining adjustable wattage and color 
temperature to deliver the perfect lighting solution for any 
application—essentially 9 fixtures in 1.
•	Adjustable Wattage and CCT (3 settings each)
•	 Integrated Sensor Option (ISO). Sensor and elbow, ordered 

separately.
•	5VA housing, meets highest UL94 Standards.
•	Molded silicone gasket provides a seamless, dust- and 

humidity-resistant seal.
•	Stainless steel clips.
•	Multiple knockouts throughout the housing.
•	Pre-installed 8W emergency battery 

APPLICATION
Ideal for commercial and industrial environments such as 
tunnels, stairwells, parking garages, cold storage, and airports. 
Not suitable for car washes, truck wash bays, or areas exposed 
to harsh chemicals.

PRODUCT INFORMATION

ELECTRICAL
Wattage (Selectable) 38W / 46W / 54W
Voltage 120-277V
Current 54W @ 120V = 0.45A
Power Factor 0.9
THD 4.8
OPTICAL
Lumens 5054 / 6118 / 7182
Lumens Per Watt (LPW) 133
CCT (Selectable) 3500K / 4100K / 5000K
CRI 82
Beam Angle 120°

Dimming From optional 12VDC sensor,
or customer 0-10V controls.

ENVIRONMENT

Operating Temperature

-40° ~ 113°F 
Suspended at least 18” from ceiling

-40° ~ 104°F  
Surface Mount

Suitable Location Wet
IP Rating IP65
CONSTRUCTION
LED Chip Bridgelux
Driver SIL50-I1200-SS
Sensor Socket 12VDC AUX.

Emergency Battery 55703
Meets Standard(s) for Safety UL 924

Housing Polycarbonate
Lens Frosted
Base / Power Supply Hard Wired
Finish White
LIFESPAN (Complete terms can be found on our website.)

Life Hours (Avg.) 50,000
Warranty 5-Year Standard
LISTINGS
Primary Use Designation Direct Linear Ambient Luminaires

U.S. & CANADA   
Visit www.designlights.org/qpl to confirm qualification.

ORDERING CODE

55685-8WEM
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ORDERING

CODE DESCRIPTION CASE
55685-8WEM LED 4FT SPEC-SELECT™ VAPOR TIGHT/38-46-54W/35-50K/DIMM/ISO/120-277V/8W EMB - DLC® 4
ACCESSORIES

54871 BI-LEVEL PIR MOTION & DAYLIGHT SCREW-IN SENSOR FOR ISO STRIPS & VAPOR TIGHTS/40FT
(REQUIRES 12-24VDC AUX & ELBOW #54876) 100

54872 BI-LEVEL MICROWAVE MOTION & DAYLIGHT SCREW-IN SENSOR FOR ISO STRIPS & VAPOR TIGHTS/40FT
(REQUIRES 12-24VDC AUX & ELBOW #54876) 100

54876 EXTERNAL SWIVEL QUICK CONNECT ELBOW FOR 54871/54872 (For best sensor performance.) 100
55383 WATERPROOF 1/2IN PLUG FOR LED VAPOR TIGHT 100
REPLACEMENT PARTS
55703 EMERGENCY PACK FOR SLIM LED STRIP/VAPOR TIGHT 8W/90 MIN 20
55382 STEEL CLIPS FOR LED VAPOR TIGHT FIXTURES 1
552515-B BAG OF PARTS FOR LED VAPOR TIGHT 2FT or 4FT (2 PER SET) 1
SIL50-I1200-SS REPLACEMENT DRIVER 1

PACKAGING

MASTER CASE
Quantity 4

Size (LxWxH) 49.5” x 8.5” x 7.1”

Gross Weight (Lbs) --

UPC 10811768023029

INDIVIDUAL BOX
Size (LxWxH) 48.6” x 3.9” x 3.2” 

Gross Weight (Lbs) --
UPC 811768023022
Tariff: 9405.11.6020 • COO: Vietnam

NOTES

•	Default settings: 38W, 5000K.
•	Wattage and color temperature can be adjusted via two slide switches. 

See installs for details. Set preferences before installation.
•	When the fixture is in emergency mode the color temperature will 

default to 5000K.
•	Lens is not replaceable.

DIMENSIONS

47.2”

3.8”

3.1”

Published lumen values are approximate and may vary slightly. Specifications may 
change without prior notice. Photos are for general reference only. 
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