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ELECTRICAL
Wattage 350W
ANSI Code M131/O

LIGHTING PERFORMANCE
Lumens 35000
Lumens Per Watt (LPW) 100

Dimmable Lighting Control
NOT DIMMABLE

ENVIRONMENT
Starting Temperature <392°F
Operating Position Base Up
Fixture Type Open or Enclosed 

LIFESPAN
Average Life (Hours) 15,000
Warranty (Years) 1

CONSTRUCTION
Housing Glass 
Base / Power Supply EX39 - Extended Mogul
Lens Clear
Mercury Content Hg 19mg
Published lumens are approximate and may vary slightly. • Specifications are subject to change without 
notice. • This lamp contains mercury. For proper lamp disposal contact your local municipal solid waste 
agency directly, call 888-537-4874 or visit lamprecycle.org for state-specific lamp recycling options. 

Item#: 64197
MP ED28 LAMP
HID • PULSE START METAL HALIDE

FEATURES
• Better lumen maintenance
• Superior color rendition to HPS
• Maximized output with improved warm up time
• Reduced color shift and lamp to lamp color 

consistency

APPLICATION
Used in roadway, security, parking, and warehouse 
lighting. 

DIMENSIONS (Inches)

Length (MOL) 8.3”
Width/Diameter (MOD) 3.5”
Net Weight (Lbs) --

SUPPORTING DOCUMENTS
Product Sheet VIEW

PACKAGING UPC DIMENSIONS (LxWxH) GROSS WEIGHT (Lbs)

Master Carton 6 -- 11.4” x 7.7” x 10.4” 4.4
Individual Box 1 811768021998 -- 0.74
Country of Origin China
HS Tariff 8539.32.0020

ORDERING 
ITEM# DESCRIPTION CASE
64197 MP350/CL/BU/ED28/4K/PS/MOG/M131 6
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http://www.pqlighting.com
http://www.pqlighting.com/documents/METALHalide.pdf

