EXTERIOR LIGHTING BOLLARD

PO

Project Date
PREMIUM QUALITY LIGHTING® Catalog # Quantity Type
PRODUCT INFORMATION
ELECTRICAL
m— Wattage (Selectable) 14W / 19W / 24W
\— Built-in Voltage 120-277V
Photocell Power Factor 0.9
THD 15
PERFORMANCE
Lumens 1960 / 2660 / 3360
Efficiency (Lpw) 140
CCT (Selectable) 3000K / 4000K / 5000K
CRI 73
Beam Angle 360°
ORDERING CODE . o
Light Distribution Type II, Short
8 4 4 6 0 B.U.G Rating B2-U3-G2
Dimming 0-10V, 100% down to 10%

FEATURES

ENVIRONMENT

Selectable Wattage: Three output settings for adaptable Operating Temperature -40° ~ 122°F
on-site performance Suitable Location Wet
- Selectable CCT: .EaS|Iy switch between three color IP Rating P65
temperature options
- Contemporary design CONSTRUCTION
- Corrosion resistant exterior LED Chip Bridgelux
- Easy installation, switchable bollard heads Driver Internal Non-Replaceable
- Integrated photocell with On/Off switch P
Housing Die Cast Aluminum
APPLICATION |
Versatile decorative lighting for residential, industrial and Lens Clear
commercial applications. Commonly used to illuminate Base / Power Supply Hard Wired
walkvyfys, entrances, or driveways for added safety and Finish Bronze
security.
* Requi);es bollard tube/base (#84470) LIFESPAN (Complete terms can be found on our website.)
Life Hours 50,000
Warranty 5-Year Standard
LISTINGS

Model Number
Primary Use Designation

'y
CERTIFIED W

Visit www.designlights.org/qpl to confirm qualification.

BLRD-R-14/19/24W-3CCT-PC
Outdoor Decorative Lighting
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EXTERIOR LIGHTING BOLLARD
ORDERING CODE p QI

PREMIUM QUALITY LIGHTING®
ORDERING
CODE DESCRIPTION CASE ‘
84460 LED SPEC-SELECT™ BOLLARD ROUND/FLAT TOP/CONE/14-19-24W/30-40-50K/DIMM/120-277V/BRZ/PC - DLC® 4 ‘
ACCESSORIES
84470 LED SPEC-SELECT™ BOLLARD ROUND BASE/BRZ (Required to complete installation.) 1 ‘
PACKAGING NOTES
MASTER CASE « Default settings: 24W, 3000K.
Quantity 4 - The wattage, color temperature and photocell option may be selected by

. " " " dip switches location on the bottom of the bollard head. Refer to install
Size (LxWxH) 16.9"x16.9" x 13.6 . . " . .
instructions for additional information.

Gross Weight (Lbs) 179
UPC 10811768026297
INDIVIDUAL BOX
Size (LxWxH) 81"x81"x12.8"
UPC 811768026290

Tariff: 9405.11.6020

DIMENSIONS
I R
4.6"
42"
35.4"

DIA 6.3" *Base sold separately.
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