
FEATURES
Spec-Select™ Backlit LED Panel Retrofits offer the flexibility of 9 
fixtures in 1, delivering energy-efficient, adjustable lighting for a 
perfect fit in any environment.
•	 Selectable wattage: Four adjustable output settings for on-site 

flexibility.
•	 Selectable CCT: Choose from five color temperatures.
•	 Sensor Ready: Integrated Sensor Option (ISO); compatible 

plug-in motion and daylight sensor sold separately.

APPLICATION
Ideal for retrofitting inefficient lighting in a wide range of 
environments, including malls, hospitals, airports, offices, 
lobbies, and other residential and commercial spaces.

PRODUCT INFORMATION

ELECTRICAL
Wattages (Selectable) 15-18-25-30W / 17-20-28-34W
Voltage 120-277V
Power Factor 0.9
OPTICAL
Lumens See page 3
Efficiency (LPW) Up to 145
CCT (Selectable) 3000K / 3500K / 4000K / 5000K / 6500K
CRI 81
Beam Angle 110° x 110°
Dimming 0-10V, 10% to 100%
ENVIRONMENT
Operating Temperature -4°F ~ 122°F
Suitable Location Damp
IP Rating IP20
CONSTRUCTION
Driver See page 3
Sensor Socket 12VDC Aux.
Housing Aluminum
Lens Frosted
Base / Power Supply Hard Wired
Finish White
LIFESPAN (Complete terms can be found on our website.)

Life Hours (Avg.) 50,000
Warranty 5-Year Standard
LISTINGS
Model Number See page 3
Primary Use Designation Integrated Retrofit Kits for Luminaires

  
Visit www.designlights.org/qpl to confirm qualification.
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ACCESSORIES

CODE DESCRIPTION CASE
54895 PIR DAYLIGHT HARVESTING MICROWAVE SENSOR FOR ISO TROFFER/10-14VDC 200

REPLACEMENT PARTS

SIF30-10750S3S6 Driver for 2X2 1
SIF30-I0750S3S6 Driver for 2X4 1

PACKAGING

MASTER CASE BLSR122P305CUW BLSR124P345CUW
Quantity 2 Pack 
Size (LxWxH) 25.7” x 24.9” x 3.7” 49.7” x 24.9” x 3.7”

UPC 10811768025962 10811768028673

UPC Item 811768025965 811768028676
Tariff: 9405.11.6020 

ORDERING

BLSR1 5C U W
SERIES SIZE OUTPUT CCT VOLTAGE FINISH

BLSR1
Spec-Select™ Panel 
Retrofit

22
2X2

P30
Selectable: 15W, 18W, 
25W, 30W

5C
Selectable: 3000K,
3500K, 4000K, 5000K, 
6500K

U
120-277V

W
White

24
2X4

P34
Selectable: 17W, 20W, 
28W, 34W

NOTES

•	Default settings; Highest wattage, 5000K.
•	The color temperature and wattage may be 

adjusted by two slide switches integrated into 
the driver, selection should be made prior to 
installation. See installs for full details.
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PERFORMANCE DATA • 2X2

WATTAGE LUMENS LPW CRI
CURRENT

THD DRIVER MODEL NUMBER
120V 277V

15W 2115

141 81

0.12A 0.05A

8.6 SIF30-10750S3S6 BLSR122P305CUW
18W 2538 0.15A 0.06A
25W 3525 0.20A 0.09A

30W 4230 0.25A 0.10A

PERFORMANCE DATA • 2X4

WATTAGE LUMENS LPW CRI
CURRENT

THD DRIVER MODEL NUMBER
120V 277V

17W 2465

145 81

0.14A 0.06A

11.3 SIF30-I0750S3S6 BLSR124P345CUW
20W 2900 0.16A 0.07A
28W 4060 0.23A 0.10A
34W 4930 0.28A 0.12A

SIZE

2X2

DIMENSIONS

23.9”

23.9” 2.2”

SIZE

2X4

47.9”

23.9”

2.2”

Published lumen values are approximate and may vary slightly. Specifications may 
change without prior notice. Photos are for general reference only. 
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