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PREMIUM QUALITY LIGHTING®

LED EXTERIOR LIGHTING

STADIUM LIGHTS

LED Stadium lights are energy efficient high performance luminaries designed to
replace existing HID sports light fixtures. Advanced optics provide bright uniform
light with a long life (50,000 hrs), significantly reducing maintenance costs and
energy use over the life of the fixture. The construction allows excellent heat
dispersion, convenient installation and is weather resistant.

Application: Ideal for arenas, sports fields, stadiums, plazas, airports, courtyards and
public areas.

Fixtures are available in a variety of finishes and color temperatures.
Contact your sales representative to discuss your specific needs.
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LED EXTERIOR LIGHTING p
STADIUM LIGHTS PREMIUM QUALITY LIGHTING®

FEATURES

High Efficiency, Energy Saving
High Performance LEDs - Bright uniform light distribution.
Modern and durable design with improved heat
dispersion

Adjustable light angle, up to 240°

Surge protection built-in for added protection

Customizable - available in a variety of finishes and color
temperatures. Contact your sales representative to discuss
your specific needs.

300W-600W

Note: Warranty and Qualifications can vary per item, see technical data sheets (TDS) for specific information. - Not all product variations listed are DLC® qualified. Visit www.designlights.org/search to confirm qualification. - Published
lumens on LED products are approximate and may vary slightly. - Specifications are subject to change without notice. - Photos and drawings may not be to scale and are for general reference only.
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STADIUM LIGHTS

PREMIUM QUALITY LIGHTING®

277-480V FIXTURES
WATTS ITEM# DESCRIPTION DLCC CCT LUMENS LPW BEAM CRI VOLTS yoUms Equiv. CASE
DIMMABLE
STADIUM/300W/50K/30°/DIMM/277-480V .
ST DT * 5000K 48841 163  30° 73 277480 50000 1000W 1
STADIUM/600W/50K/30°/DIMM/277-480V .
oo > * 5000 90756 150  30° 73 277480 50000 1500W+ 1
ACCESSORIES
ITEM# DESCRIPTION CASE
84080 U BRACKET AND SLIP FITTER FOR 300W-500W STADIUM LIGHT 5
84205 LASER SCOPE KIT FOR LED STADIUM LIGHT/RED LIGHT 2

84080 84205

Key: P = Pending / LPW = Lumens Per Watt / TRAD. EQUIV. = Traditional Equivalent
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